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What Is the IF5?

The IF5 is an RFID tag reader that provides network
connectivity between tag data and an enterprise system. The
embedded controller can be configured to connect the IF5 to
your Ethernet or wireless network.

This quick start guide explains the IF5 ports and LEDs and how
to connect the IF5 to your network.

IF5 Fixed Reader

E The IF5 Fixed Reader uses an EPCglobal
v Gen 2-certified IM5 Module (86x MHz
RFID frequency band).

950110126000000094

£ The IF5 Fixed Reader uses an EPCglobal
Gen 2-certified IM5 Module (915 MHz
© RFID frequency band).

950110126000000100

® IF5 Fixed Readers with an IEEE 802.11g
radio installed are certified for

CERTIFIED interoperability with other 802.11b/g

@ g wireless LAN devices.
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Unpacking the IF5

Save the IF5 box and shipping material in case you need to ship
or store the IF5. The IF5 documentation packet includes radio
safety compliance statements and this quick start guide.

What You Need

To install and connect the IF5, you need these items:
* Appropriate AC power cord

 Appropriate RFID antennas and cables

* Ethernet cable (for an Ethernet network)

* Appropriate radio antennas (for the 802.11g radio)

For more information on power cords, antennas, cables, or other
accessories, contact your local Intermec representative.

ij Government regulatory agencies require that this

RFID reader only use approved antennas.

Caution Therefore, this reader uses a custom antenna
connector. Do not use antennas not approved for
use with this reader.
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Type in the SSID for your network, and then press Enter.
The SSID name appears in the settings list.

Press the left arrow key. The main configuration menu
appears.

Press the down arrow key to select Save Configuration and
then press Enter. The new settings are saved.

Press the down arrow key to select Reboot, and then press
Enter. The IF5 reboots. When the boot process is finished,
"Starting system..." appears at the bottom of the
HyperTerminal window.

Disconnect the null-modem cable and AC power cable from

the IF5.

The IF5 is now ready to be connected to your network.
Continue with the next section, "Connecting the IF5."

Connecting the IF5

After you have made any necessary configuration settings, you
can connect the IF5 to your network.

To connect the IF5 to your network

1 Attach at least one and up to four RFID antennas to the

RFID antenna ports, starting with port 1. Do not remove the
terminators from unused antenna ports.

ﬁ Each port must have an antenna or a terminator

Warning

12

connected. Do not apply power to the reader
unless an antenna or terminator is installed on
each antenna port.

For an Ethernet network, connect an Ethernet cable to the
IF5 Ethernet port.

For a wireless network, install the appropriate 802.11¢g radio
antenna on antenna port 4.

Connect the AC power cord to the AC power port on the
IF5.

Install the cable access door and route the cables through the
openings in the door seam. Make sure the cables are not
caught in the seam.
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5 Place the IF5 in its mounting location. You can place the IF5
either horizontally or vertically on a stable surface.

beam using one of these mounting bracket kits:

% Note: You can also mount the IF5 to a wall or

* Mounting bracket kit (P/N 068918)
* Rotating mounting bracket kit (P/N 068751)

For more information, contact your local Intermec
sales representative.

.

Mounting the IF5: This illustration shows how to mount the IF5 vertically
or horizontally.

6 For an Ethernet network, connect the Ethernet cable to your
network.

For a wireless network, continue with the next step.

7 Connect the IF5’s AC power cord to an AC outlet. As soon as
you apply power, the IF5 boots and the green Power LED

turns on.

After the IF5 boots, it is ready to communicate in your
network. To verify the connection, you can use a web
browser interface. For help, see the next section.

Using a Web Browser Interface

Once the IF5 is connected to your network, you can use a web
browser interface to configure, maintain, and troubleshoot the

IF5.
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To view the IF5 web page

1 On your desktop PC, open a web browser.

2 Type the IF5’s IP address in the Address field and press
Enter. The IF5 login screen appears.

Intermec*

D RFID
RFID Reader Log
Security Login credertials
Note: This login session is
- i Password: [ ]
A secure session is available
Some features such as y
rptig eastiaics oo ol
avalble through the secure
interface.
T0 oriy alow secure login and
imfﬂiﬁfafﬁé’;z;’fsﬁ?ﬁg Once you enter the correct user rame andjor password, you wil be lagged in 1o the configuration merus. After
i bt fifteen minutes of inactivity you will be logged out.
menu to “Secure-Only™.
Conyright @ 1555-2008 Intermet. ® Technologies Corparation, A1 rights reserved
@ ome [ @ e v

3 Enter your username and password in the entry fields. The
default for each is intermec.

4 Click Login. The Ethernet screen appears.

@ Intermec’
L) RFID

: Logout | Save/Discard Changes | Upgrade Software | File Import/Export | Help |

Havigation Menu IFS RFID Reader Configuration

=} Eths t
_. erne Submit Changes

IPyé Configuration

ERMEE CHCP Morde Always Uss DHCP ~
B RFID Module
B network Services BHEP E=stry (e
B network Management DHCP User Class

B security DHCP Vendor Class

B Maintenance DHCP Status

RFID Edgenare

Developer Tools

DHS{Hetwork Services

Link Speed Auto Select =

Copyright @ 1995-2006 Intermec @ Technologies Corparation. Al rights reserved.

You can view and configure many IF5 settings from the
configuration web pages. For more information, see the IF5
user’s manual.

Where to Go From Here

For more information on configuring and maintaining the IF5,

see the IF5 Fixed Reader User’s Manual (P/N 074747).
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You may need additional information when working with the
IF5 in your data collection system. Please visit our web site at
www.intermec.com to download PDF files of our current
manuals. To order printed versions of Intermec manuals,
contact your local Intermec representative or distributor.

Specifications

Physical dimensions: 9.5 cm x 23.6 cm x 34.3 cm
(3.75inx 9.3 inx 13.5 in)

Weight: 3.08 kg (6.8 1b)

AC Electrical Rating: ~~100 to 240V, 1.0 to 0.5A,
50 to 60 Hz

Environmental Rating: P53
Operating Temperature:  -25°C to 55°C (-13°F to 131°F)

Storage Temperature: -30°C to 75°C (-22°F to 167°F)
Humidity: 10% to 90%, non-condensing
Patent Information

This product is covered by one or more of the following patents:

4,739,328; 4,786,907; 4,864,158; 4,888,591; 4,999,636;
5,030,807; 5,055,659; 5,280,159; 5,504,485; 5,521,601;
5,550,547; 5,673,037; 5,763,867; 5,777,561; 5,825,045;
5,828,318; 5,828,693; 5,850,181; 5,850,187; 5,942,987;
5,995,019; 6,078,251; 6,121,878; 6,122,329; 6,172,596;
6,195,053; 6,249,227; 6,280,544; 6,286,762; 6,286,763;
6,288,629; 6,360,208; 6,384,712; 6,404,325; 6,429,775;
6,486,769; 6,501,807; 6,525,648; 6,639,509; 6,645,327;
6,677,852; 6,768,414; 6,784,789; 6,816,063.

There are U.S. and foreign patents pending.

IF5 Fixed Reader Quick Start Guide

15



’ntermec

Worldwide Headquarters
6001 36th Avenue West
Everett, Washington 98203
US.A.

tel 425.348.2600
fax 425.355.9551
www.intermec.com

IF5 Fixed Reader Quick Start Guide

P/N 930-069-004




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.5
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


